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FEATURES 

GaAs Technology 
Operating Frequency: 50 – 1000MHz 
P1dB Power Output: 20dBm Min 
High IP3: 33dBm Typical 
Gain Variation Over Freq. & Temp: ±1.5dB Max 
VSWR (Input & Output): 1.5:1 Max 
Power Consumption: 100mA at +5VDC Max 
Operating Voltages: -5VDC/+5VDC 
Input Survivability: +20dBm Max 
Package: Legacy Thru Hole 
 
APPLICATIONS: Generic Broadband Applications 
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PRODUCT SPECIFICATION 
Parameter Min. Typ. Max. Units Notes 

Frequency 50  1000 MHz  

Output P1dB 20 21.5  dBm CW at +5VDC 

Output PSAT 21 23  dBm CW at +5VDC 

Small Signal Gain 14 15 17 dB  

Gain Variation  ±1.0 ±1.5 dB Over Freq. & Temp 

IP3 32 33    

Input Power   20 dBm  

Noise Figure 3.0 4.0    

Gate Voltage Input -5 V  

Input VSWR  1.3:1 1.5:1   

Output VSWR  1.3:1 1.5:1   

Impedance  50  Ohms  

DC Voltage 4.5 5.0 5.5 VDC  

DC Current  70 100 mA at +5VDC 

Pkg Thru Holes   

DIM 0.18 (H) x 0.50 (D) inch  

Operating Base Temp. -20 +40 +85 °C  
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